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ENTERPRISE BRIEF INTRODUCTION
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Fahold was founded in 
Shenzhen by 2 initiators.Start
with indoor LED drivers focus 
on NA market.

Company foundation

Move to 5000m² new factory.
pionnered high power 
waterproof led power supply.

Strategic adjustment

Expand factory to
2000m², fully 
managed production, 
R&D and Sales for
globle market.

Expand factory

Pionnered special led driver for 
horticulture lighting.

Continuous innovation

Expand to 3 product lines for 
Outdoor, industrial&Landsca 
pe lighting.Sales volume 
exceeded $20M.

Sales milestone

2011

2013

2019
2021

2017

COMPANY HISTORY

CERTIFICATES

OEM/ODM LED Driver Manufacturer 

Invest on Automatic 
production lines,Facilities
move to Foshan Shunde.

IMS upgrade

2023

Commitment to Quality: We have achieved ISO9001 certification, signifying our unwavering 
commitment to maintaining exceptionally high standards in our production processes.

Impressive Facilities and Skilled Workforce: We operate from a substantial production 
facility spanning more than 10,000 square meters and employ over 350 skilled professionals. 
We have 6 production lines in total with annual capacity of 2 Million pcs. 

Extensive Product Range: Our product portfolio includes constant current (CC) and constant 
voltage (CV) LED drivers for Outdoor lighting, Industrial lighting, Horticulture lighting, 
Landscape lighting.,etc, spanning from 20W to 1500W. We offer more than 400 distinct models 
of LED drivers, and many of these products hold certifications such as UL, cUL, FCC, TUV 
CE,ENEC,SAA, CB, and CCC.

Founding and Core Focus: Fahold was founded in 2011, and since then, we have been 
dedicated to the development and production of LED driver with OEM/ODM service. 

Global Reach: Fahold caters to clients in over 40 countries, both domestically and 
internationally. We have a dedicated team that provides professional services to customers 
worldwide.

Employee-Centric Philosophy: At Fahold, we highly value our employees and consider them 
invaluable assets. We prioritize teamwork and personal growth, acknowledging that each 
employee contributes significantly to our core competitiveness and overall success.

Vision: Our vision is to foster mutually beneficial development with our clients and aspire to 
be a benchmark in the LED driver industry.

Mission: Our mission is to create value for consumers and shareholders by offering top-tier 
LED driver solutions. And aims to establish itself as an exemplary brand in the LED driver 
industry, showcasing our dedication to innovation and quality.



PARAMETER SELECTION TABLE
OEM/ODM LED Driver Manufacturer

Note:
C.C:Constant Current  C.V: Constant Voltage
P:Programmable    PM:Potentiometer 
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Applications Series Power
Rated 
Input

Voltage
Certificates Surge Surge

adjustabl
I.out

IP Page

Outdoor
Lighting

F1

F1E

F1-C

T1

Z1

Z2

FD-T

FD-V

R1

R2 

Horticulture
Lighting

H1

H1-V

H2E

R2 High 
Power

Sports/Fish R5-E

Industrial
Lighting K1-V

Landscape
Lighting

L1

L1-S

40/60/75
100/150/200
240/320/400

90-305V UL/ENEC/CE/
CB/CCC 6kV/10kV C.C & C.V

Isolated P/PM 65/67 05

40/60/75
100/150/200

240/320
90-305V ENEC/CE 6kV/10kV C.C CLASS II

Isolated P/PM 65/67 09

180-265V ENEC/CE/
CB/CCC 6kV/10kV C.C

 Isolated P/PM 65/67 07
50

75/100/150
200/240

36/55/75
100/150/200
240/320/400

100-347V UL/cUL/CE/
Class P 6kV/6kV C.C

 Isolated PM 65 17

36/55/75
100/150/240

320
200-480V UL/cUL/CE/

Class P 6kV/10kV C.C
 Isolated P 65 19

100/150/200
240/320

120-277V
120-347V
277-480V

UL/CE 6kV/6kV C.C
                      Non-isolated P 42 21

800/1000
1200

120-277V
200-277V 31

26/40/60 90-305V 4kV/6kV C.C
 Isolated P/PM 65/67 11ENEC/CE

CB/CCC

220-240V TUV/CE/ENEC
CB/UKCA/EAC 6kV/10kV C.C

 Isolated P/NFC 20 1326/40/75
120/165

220-240V TUV/CE/ENEC
CB/UKCA/EAC 6kV/10kV C.C

 Isolated P/NFC 20 1526/40/75
120/165

60/75/100
150/200/240

320
90-305V UL/ENEC/CE/

CB/CCC 6kV/10kV C.V
Isolated P 67/68 37

60/75/100
150/200/240

300
90-305V UL/ENEC/CE/

CB/CCC 6kV/10kV C.V
Isolated P 67/68 39

100/150/200
240/320 277-480V UL/CE 4kV/6kV C.C

                      Non-isolated P 65 35

40/60/80
100/150/200

240/320
120-277V
120-347V UL/CE 6kV/6kV C.C

                      Non-isolated P 44 23

400/500/600
800/1000 108-305V UL/cUL/CE

Class P 6kV/10kV C.C
Isolated                      P 65 25

400/600
800/1000 200-480V 27

400/500/600
800/1000 180-305V UL/cUL/CE

Class P 6kV/10kV C.C
Isolated                      P 65 29

700/1000 200-277V 33

UL/CE 6kV/10kV C.C
 Isolated P 65

UL/CE 6kV/6kV C.C
                      Non-isolated 42/65P

CE 6kV/6kV C.C
                      Non-isolated 65P

ENTERPRISE SCENE

01 03

04

07

09

05 06

08

02

01 Factory
02 Production Line
03 ATE Testing
04 SMD Lines
05 SMT Lines
06 Reliability Test Equipment
07 Auto-Potting
08 Aging Room
09 Warehouse



DESCRIPTION 

FEATURES

Outdoor lighting LED driver for global market

F1  Series

C.C and C.V mode all-in-one solution; 36-56Vdc stepless adjustable
Input voltage:90-305Vac
Provide low output current version from 500mA
Auxiliary output 12V/200mA available
Surge Protection: DM-6kV , CM-10kV
Output current programmable
Multi-Protections: SCP/OVP/OTP (input OVP 380/440V optional)
Multi-dimming: 0-10V,PWM, Resistor, Timer Dimming
5 years warranty

40W

150W

60W

200W

75W

240W

100W

320W

·
·
·
·
·
·
·
·
·

APPLICATIONS
Street light, Tunnel light, Grow light,Stadium light, Display light

POWER RANGE
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TECHNICAL SPECIFICATION
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DIMENSION Units:mm

OEM/ODM LED Driver Manufacturer
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F1-040X-054 100-277V 27-54V 0.70-1.05A 40W >0.96 87.0% 108.5*62*32
F1-060X-054 100-277V 27-54V 1.05-1.40A 60W >0.96 88.0% 108.5*62*32

F1-060X-085 100-277V 54-85V 0.70-1.05A 60W >0.96 88.0% 108.5*62*32

F1-075X-054 100-277V C.V:36-54V
C.C:27-54V 1.40-2.10A 75W >0.97 87.0% 133*62*36

F1-075X-115 100-277V 60-115V 0.70-1.05A 75W >0.97 88.0% 133*62*36

F1-100X-054 100-277V C.V:36-54V
C.C:27-54V 1.90-2.80A 100W >0.97 88.0% 133*62*36

F1-100X-143 100-277V 60-143V 0.70-1.50A 100W >0.97 90.0% 133*62*36

F1-150X-054 100-277V C.V:36-54V
C.C:27-54V 2.80-4.20A 150W >0.98 93.0% 180*62*36

F1-150X-143 100-277V 72-143V 1.05-1.40A 150W >0.98 94.0% 180*62*36

F1-150X-214 100-277V 107-214V 0.70-1.05A 150W >0.98 94.0% 180*62*36

F1-200X-056 100-277V C.C:27-56V
C.V:36-56V 3.70-5.60A 200W >0.98 93.0% 191*62*36

F1-200X-143 100-277V 72-143V 1.40-2.10A 200W >0.98 94.0% 191*62*36

F1-200X-286 100-277V 140-286V 0.70-1.05A 200W >0.98 94.0% 191*62*36

F1-240X-056 100-277V C.V:36-56V
C.C:27-56V 4.30-6.70A 240W >0.98 93.0% 216*62*36

F1-240X-112 100-277V 62-112V 2.10-3.15A 240W >0.98 94.0% 216*62*36

F1-240X-175 100-277V 87-175V 1.40-2.10A 240W >0.98 94.0% 216*62*36

F1-240X-343 100-277V 171-343V 0.70-1.05A 240W >0.98 94.0% 216*62*36

F1-320X-056 100-277V C.V:36-56V
C.C:27-56V 5.70-9.00A 320W >0.98 93.0% 225*67.5*40

F1-320X-112 100-277V 62-112V 2.80-3.50A 320W >0.98 94.0% 225*67.5*40

F1-320X-228 100-277V 114-228V 1.40-2.10A 320W >0.98 94.0% 225*67.5*40

F1-320X-430 100-277V 228-430V 0.70-1.05A 320W >0.98 94.0% 225*67.5*40

F1-400X-256 100-277V 36-56V 7.40-11.1A 400W >0.98 93.0% 250*85*41

Model No. Rated Input
Voltage  Output Voltage Full Power 

Output Current Rated.Power Typ.PF Typ.Eff. (L*W*H)mm

0-2.80A

Model No. L1 L2 L3 L4 W1 W2 W3 H
F1-040 108.5 100.5 97.5 87.5 62 32 18 32
F1-060 108.5 100.5 97.5 87.5 62 32 18 32
F1-075 133 125 122 112 62 32 18 36
F1-100 133 125 122 112 62 32 18 36
F1-150 180 172 169 159 62 32 18 36
F1-200 191 183 180 170 62 32 18 36
F1-240 216 208 205 195 62 32 18 36
F1-320 225 217 214 204 66 32 18 40
F1-400 250 234 233 224 85 50 25 41

At the same time, the product is off-line programmable or output current adjustable by potentiometer, and UL 
ENEC, CE, CB, SAA, CCC certificated, which is the best power solution for all kind of outdoor lighting.

F1 series is FAHOLD’s latest offline programming outdoor constant current and constant voltage integrated LED 
driver, with IP65/IP67 protection grade, 6KV/10KV surge protection grade, suitable for all kinds of outdoor 
lighting application for globe market.
In addition, the input voltage of the product is the universal 90-305VAC, and the product model covers a wide 
range of output currents (from 500mA), covering multiple main power ranges from 40W to 320W.

NOTE[1]:X=B,V,D

Type V
No Dimmable +potentiometer

Type B
Dimmable+off-line programmable

Type D
DALi Dimmable

L1
L2
L3
L4W

1
W

2
W

3

HNOTE[2]:Unless otherwise noted, all performance 
parameters are typical values measured at 25°C, 
230Vac input, and full load conditions, the 
same below.



DESCRIPTION 

FEATURES

Outdoor lighting LED driver for European market
F1E  Series

Input voltage: 90-305Vac
Full power working range: 180-305VAC

150W

200W

75W

240W

100W

·
·

APPLICATIONS
Street light, Tunnel light, Grow light,Stadium light

POWER RANGE
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O
utdoor Lighting LED

 D
river

F1E series of products is FAHOLD’s latest offline programming outdoor constant current and constant 
voltage integrated LED driver, with IP65/IP67 protection grade, 10KV lightning protection grade, suitable for  
all kinds of outdoor lighting application for globle market (except North-America). 
In addition, the rated input voltage of the product is the universal 90-305Vac, and the product model covers 
a wide range of output currents (from 500mA), covering multiple main power ranges from 75W to 240W. 
At the same time, the product is off-line programmable or output current adjustable by potentiometer, 
and ENEC, CE, CB,  CCC certificated, which is the best power solution for all kind of outdoor lighting.

Typ.PF
@230V

IP65
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DIMENSION Units:mm

L1
L2
L3
L4W

1
W

2
W

3

H

Model No. L1 L2 L3 L4 W1 W2 W3 H
F1E-075 108.5 100.6 97.6 87.6 62 32 18 36
F1E-100 133 125 122 112 62 32 18 36
F1E-150 165 157 154 144 62 32 18 36
F1E-200

191 183 180 170
62 32 18 36

F1E-240 62 32 18 36

NOTE:X=N,V,B

Type V
No Dimmable +potentiometer

Type N
No Dimming

Type B
Dimming+off-line programmable

180 177 174 164

Auxiliary output 12Vdc available
Surge Protection: DM-6kV, CM-10kV
Output current programmable or adjustable by potentiometer
Multi-Protections: SCP/OVP/OTP (input OVP 380/440V optional)
Multi-dimming: 0-10V, PWM, Resistor, Timer Dimming
5 years warranty

·
·
·
·
·
·

F1E-060X-054 200-240V 27-54V 0.90-1.85A 50W >0.95 87.0% 108.5*62*32
F1E-075X-115 200-240V 60-115V 0.70-1.05A 75W >0.95 89.0% 108.5*62*32
F1E-100X-143 200-240V 60-143V 1.85-2.80A 100W >0.95 90.0% 133*62*32

F1E-100X-054 200-240V 27-54V 0.70-1.50A 100W >0.95 90.0% 133*62*32

F1E-150X-054 200-240V 27-54V 2.80-4.20A 150W >0.97 93.0% 165*62*36

F1E-150X-143 200-240V 73-143V 1.05-1.40A 150W >0.97 94.0% 165*62*36

F1E-150X-214 200-240V 107-214V 0.70-1.05A 150W >0.97 94.0% 165*62*36

F1E-200X-056 200-240V 27-54V 2.80-5.60A 200W >0.97 93.0% 180*62*36

F1E-200X-143 200-240V 72-143V 1.40-2.10A 200W >0.97 94.0% 180*62*36

F1E-200X-286 200-240V 140-286V 0.70-1.05A 200W >0.97 94.0% 180*62*36

F1E-240X-056 200-240V 27-56V 4.30-6.70A 240W >0.97 93.0% 191*62*36

F1E-240X-112 200-240V 62-112V 2.10-3.15A 240W >0.97 94.0% 191*62*36

F1E-240X-175 200-240V 87-175V 1.40-2.10A 240W >0.97 94.0% 191*62*36

F1E-240X-343 200-240V 171-343V 0.70-1.05A 240W >0.97 94.0% 191*62*36

F1E-320X-056 200-240V 36-56V 5.70-9.00A 320W >0.97 93.0% 225*67.5*40

F1E-320X-112 200-240V 62-112V 2.80-3.50A 320W >0.97 94.0% 225*67.5*40

F1E-320X-228 200-240V 114-228V 1.40-2.10A 320W >0.97 94.0% 225*67.5*40

F1E-320X-430 200-240V 228-430V 0.70-1.05A 320W >0.97 94.0% 225*67.5*40

Model No. Rated Input
Voltage  Output Voltage Full Power 

Output Current Rated.Power Typ.PF Typ.Eff. (L*W*H)mm

F1E-320 225 217 214 204 66 32 18 40

320W



DESCRIPTION 

FEATURES

CLASS II Programmable LED Drvier for EU Market

F1-C  Series

CLASS II design
Input voltage:90-305Vac/180-305Vac
Provide low output current version from 500mA
Auxiliary output 12V/200mA available
Surge Protection: DM-6kV, CM-10kV
Output current programmable
Multi-Protections: SCP/OVP/OTP (input OVP 380/440V optional)
Multi-dimming: 0-10V,PWM, Resistor, Timer Dimming
5 years warranty

40W

150W

60W

200W

75W

240W

100W

320W

·
·
·
·
·
·
·
·
·

APPLICATIONS
Street light, Tunnel light

POWER RANGE
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TECHNICAL SPECIFICATION

NOTE:X=B,V,D
Type V

No Dimmable +potentiometer
Type B

Dimmable+off-line programmable
Type D

DALi Dimmable
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DIMENSION
Model No. L1 L2 L3 L4 W1 W2 W3 H

F1-040-C 108.5 100.5 97.5 87.5 62 32 18 32
F1-060-C 108.5 100.5 97.5 87.5 62 32 18 32
F1-075-C 133 125 122 112 62 32 18 36
F1-100-C 133 125 122 112 62 32 18 36
F1-150-C 180 172 169 159 62 32 18 36
F1-200-C 191 183 180 170 62 32 18 36
F1-240-C 216 208 205 195 62 32 18 36
F1-320-C 225 217 214 204 66 32 18 40

Units:mm

L1
L2
L3
L4W

1
W

2
W

3

H

OEM/ODM LED Driver Manufacturer
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 D
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F1-C series is FAHOLD’s latest Class II off-line programmable LED driver, with Ip67 protection grade, 6KV/10
KV surge protection grade, suitable for all kinds of outdoor lighting application for European market.
In addition, the input voltage of the product is the universal 90-305VAC, and the product model covers a wide
range of output currents (from 500mA), covering multiple main power ranges from 40W to 320W.
At the same time, the product is off-line programmable or output current adjustable by potentiometer,
which is the best power solution for retrofiting outdoor lighting project.

F1-040X-054-C 100-277V 27-54V 0.70-1.05A 40W >0.96 87.0% 108.5*62*32
F1-060X-054-C 100-277V 27-54V 1.05-1.40A 60W >0.96 88.0% 108.5*62*32

F1-060X-085-C 100-277V 54-85V 0.70-1.05A 60W >0.96 88.0% 108.5*62*32

F1-075X-054-C 100-277V C.C:27-54V
C.V:36-54V 1.40-2.10A 75W >0.97 87.0% 133*62*36

F1-075X-115-C 100-277V 60-115V 0.70-1.05A 75W >0.97 88.0% 133*62*36

F1-100X-054-C 100-277V C.C:27-54V
C.V:36-54V

1.90-2.80A 100W >0.97 88.0% 133*62*36

F1-100X-143-C 100-277V 60-143V 0.70-1.50A 100W >0.97 90.0% 133*62*36

F1-150X-054-C 100-277V C.C:27-54V
C.V:36-54V

2.80-4.20A 150W >0.98 93.0% 180*62*36

F1-150X-143-C 100-277V 72-143V 1.05-1.40A 150W >0.98 94.0% 180*62*36

F1-150X-214-C 100-277V 107-214V 0.70-1.05A 150W >0.98 94.0% 180*62*36

F1-200X-056-C 100-277V C.V:36-56V
C.C:27-56V 3.70-5.60A 200W >0.98 93.0% 191*62*36

F1-200X-143-C 100-277V 72-143V 1.40-2.10A 200W >0.98 94.0% 191*62*36

F1-200X-286-C 100-277V 140-286V 0.70-1.05A 200W >0.98 94.0% 191*62*36

F1-240X-056-C 100-277V C.C:27-56V
C.V:36-56V 4.30-6.70A 240W >0.98 93.0% 216*62*36

F1-240X-112-C 100-277V 62-112V 2.10-3.15A 240W >0.98 94.0% 216*62*36

F1-240X-175-C 100-277V 87-175V 1.40-2.10A 240W >0.98 94.0% 216*62*36

F1-240X-343-C 100-277V 171-343V 0.70-1.05A 240W >0.98 94.0% 216*62*36

F1-320X-056-C 100-277V C.C:27-56V
C.V:36-56V 5.70-9.00A 320W >0.98 93.0% 225*67.5*40

F1-320X-112-C 100-277V 62-112V 2.80-3.50A 320W >0.98 94.0% 225*67.5*40

F1-320X-228-C 100-277V 114-228V 1.40-2.10A 320W >0.98 94.0% 225*67.5*40

F1-320X-430-C 100-277V 228-430V 0.70-1.05A 320W >0.98 94.0% 225*67.5*40

Model No. Rated Input
Voltage  Output Voltage Full Power 

Output Current Rated.Power Typ.PF Typ.Eff. (L*W*H)mm

0-2.80A



DESCRIPTION 

FEATURES

Zhaga Intelligent LED Driver

Z1  Series

Input Voltage: 220-240Vac
Isolated, Constant Current, Flicker free
10kV/6kV Surge protection
Suitable for Class I/II application
Software/NFC Programmable
3-in-1/DALI-2/Timer Dimming
Zhaga Design: Book 13
5-8 years warranty

26W

165W

40W 75W 120W

·
·
·
·
·
·
·
·

APPLICATIONS
Street light, Tunnel light, Flood light, Highbay light

POWER RANGE

-13-

TECHNICAL SPECIFICATION

NOTE:Y=Blank or F
Type Blank

Without NFC
Type F

With NFC
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DIMENSION Units:mm

OEM/ODM LED Driver Manufacturer
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Z1 series is FAHOLD’s latest build-in Zhaga standard LED driver, Plastic housing with Terminal 
blocks for Class I/II application, 6KV/10KV surge protection grade, DALI or 0-10V dimming.
In addition, the input voltage of the product is 220-240Vac, power range is from 26W to 165W. Z1 is
off-line programmable by software or NFC programmable, ENEC, CE, CB, SAA, UKCA certificated, 
which is suitable for outdoor Public lighting application for European market.

Z1-026N-038Y 220-240V 20-38V 0.35-1.05A 26W 0.95 86.0% 133*77*33.5

Z1-026B-038Y 220-240V 20-38V 0.35-1.05A 26W 0.95 86.0% 133*77*33.5

Z1-026D-038Y 220-240V 20-38V 0.35-1.05A 26W 0.95 86.0% 133*77*33.5

Z1-040N-077Y 220-240V 25-77V 0.20-0.70A 40W 0.95 88.0% 133*77*33.5

Z1-040B-077Y 220-240V 25-77V 0.20-0.70A 40W 0.95 88.0% 133*77*33.5

Z1-040D-077Y 220-240V 25-77V 0.20-0.70A 40W 0.95 88.0% 133*77*33.5

Z1-075N-115Y 220-240V 35-115V 0.30-1.05A 75W 0.95 91.0% 133*77*33.5

Z1-075B-115Y 220-240V 35-115V 0.30-1.05A 75W 0.95 91.0% 133*77*33.5

Z1-075D-115Y 220-240V 35-115V 0.30-1.05A 75W 0.95 91.0% 133*77*33.5

Z1-120N-172Y 220-240V 75-172V 0.20-1.05A 120W 0.95 93.0% 150*90*40

Z1-120B-172Y 220-240V 75-172V 0.20-1.05A 120W 0.95 93.0% 150*90*40

Z1-120D-172Y 220-240V 75-172V 0.20-1.05A 120W 0.95 93.0% 150*90*40

Z1-165N-236Y 220-240V 79-236V 0.20-1.05A 165W 0.95 94.5% 150*90*40

Z1-165B-236Y 220-240V 79-236V 0.20-1.05A 165W 0.95 94.5% 150*90*40

Z1-165D-236Y 220-240V 79-236V 0.20-1.05A 165W 0.95 94.5% 150*90*40

Model No. Rated Input
Voltage  Output Voltage Output Current Rated.Power Typ.PF Typ.Eff. (L*W*H)mm

18

L1

L2

W
1

W
2

H

Z1-026 133 122 77 38.5 37
Z1-040 133 122 77 38.5 37
Z1-075 133 122 77 38.5 37
Z1-120 150 133 90 45 37
Z1-165 150 133 90 45 37

Model No. L1 L2 W1 W2 H

Type B
0-10V Dimmable

Type N
Non Dimmable

Type D
DALi Dimmable



Typ.PF

T1-040X-054

[1]

100-277Vac 27-54V 0.74-1.11A 40W >0.95 88.00% 108.5*62*32

T1-060X-054 100-277Vac 27-54V 1.11-1.66A 60W >0.95 88.00% 108.5*62*32

NOTE:X=N,V,B

L1
L2
L3
L4W

1
W

2
W

3

H

L1 L2 L3 L4 W1 W2 W3 H
T1-026 108.5 100.5 97.5 87.5 62 32 18 32

units:mm

O
utdoor Lighting LED

 D
river

DESCRIPTION 

FEATURES
Input voltage:90-305Vac
Multi-dimming: 0-10V,PWM, Resistor
Dim-to-off, without afterglow
Output current programmable
Dimming port withstand high voltage without damage
Auxiliary output 12V/200mA available
Surge Protection: DM-4kV , CM-6kV

26W 40W

·
·
·
·
·
·
·

APPLICATIONS
Street light, Tunnel light

POWER RANGE

.

T1 series is FAHOLD’s latest offline programming outdoor constant current LED driver. with IP67 
protection grade, 10KV lightning protection grade, suitable for all kinds of outdoor lighting 
applications for European market.
In addition, the input voltage range is 90-305V, and output voltage range is 27- 54V,  power covers 26-
60W. At the same time, this product is off-line programmable or output current adjustable by 
potentiometer with auxiliary 12V optional. Including CE and CCC certificated, which is the best power 
solution for all kinds of outdoor lighting.

·
·

Multi-Protections: SCP/OVP/OTP 
5 years warranty

T1  Series

Model No. Rated Input 
Voltage Output Voltage Full Power

Output Current Rated Power Typ.Eff. (L*W*H*)mm

Model No.
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Tunnel lighting LED driver for global market

T1-026X-054 100-277Vac 27-54V 0.30-0.80A 26W >0.95 86.50% 108.5*62*32

60W

IP65

Type V
No Dimmable +potentiometer

Type N
No Dimming

Type B
Dimming+off-line programmable

T1-060 108.5 100.5 97.5 87.5 62 32 18 32
T1-040 108.5 100.5 97.5 87.5 62 32 18 32

TECHNICAL SPECIFICATION

OEM/ODM LED Driver Manufacturer

-11- -12-

T1-060X-085 100-277Vac 54-85V 0.70-1.05A 60W >0.96 88.00% 108.5*62*32

DIMENSION



DESCRIPTION 

FEATURES

Zhaga DALI-2&D4i Intelligent LED Driver

Z2  Series

Isolated,Constant Current, Flicker free

Software/NFC Programmable

DALI-2/D4i/Timer Dimming
Zhaga Design: Book 13

Built-in 24V AUX Power Supply

8 years warranty 

10kV/6kV surge protectio

26W

165W

40W 75W 120W

·
·
·
·
·
·
·
·
·

APPLICATIONS
Street light, Tunnel light, Flood light, Highbay light

POWER RANGE

-15-

TECHNICAL SPECIFICATION
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DIMENSION Units:mm

OEM/ODM LED Driver Manufacturer

O
utdoor Lighting LED

 D
river O

ut
do

or
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Z2 series is FAHOLD’s latest build-in Zhaga standard DALI D4i LED driver, Plastic housing with 
Terminal blocks for Class I/II application, 6KV/10KV surge protection grade.
In addition, the input voltage of the product is 220-240Vac, power range is from 26W to 165W. Z2 is
off-line programmable by software or NFC programmable, ENEC, CE, CB, SAA, UKCA certificated, 
which is suitable for outdoor Public lighting application for European market.

Z2-026D-038 220-240V 20-38V 0.35-1.05A 26W 0.95 86.0% 133*77*33.5

Z2-040D-077 220-240V 25-77V 0.20-0.70A 40W 0.95 88.0% 133*77*33.5

Z2-075D-115 220-240V 35-115V 0.30-1.05A 75W 0.95 91.0% 133*77*33.5

Z2-120D-172 220-240V 75-172V 0.20-1.05A 120W 0.95 93.0% 150*90*40

Z2-165D-236 220-240V 79-236V 0.20-1.05A 165W 0.95 94.5% 150*90*40

Model No. Rated Input
Voltage  Output Voltage Output Current Rated.Power Typ.PF Typ.Eff. (L*W*H)mm

L1

L2

W
1

W
2

H

Suitable for Class I/II applications

Input Voltage: 220-240Vac

18

Z2-026 133 122 77 38.5 37
Z2-040 133 122 77 38.5 37
Z2-075 133 122 77 38.5 37
Z2-120 150 133 90 45 37
Z2-165 150 133 90 45 37

Model No. L1 L2 W1 W2 H



High bay light, Flood light, Wall lamp

DESCRIPTION 

FEATURES

Outdoor lighting led driver for CA market

FD-T  Series

FD-T series products are built-in type constant current LED driver designed by FAHOLD for the Canadian 
industrial lighting market. The input voltage range is 90-380V, and output voltage range is 27-56V, the 
constant power voltage range: 36-56V. The power range cover 40W, 60W, 75W, 100W, 150W, 200W, 240W, 
320W and 400W, the output current of non-dimming and 3-in-one dimming version can be adjusted by 
potentiometer, with auxiliary 12V optional.
FD-T series products use aluminum alloy housing, IP65 protection grade, -40 to 60℃ working temperature, 
including cUL/UL, CE, CLASS-P and other global standards certification, it’s a quality led driver solution for 
CA industrial zone outdoor lighting.

Input voltage:90-380Vac
Auxiliary output 12Vdc
Surge Protection: DM-6kV , CM-10kV
Output current adjustable by potentiometer, self-reacting output voltage

3-in-1 Isolated dimming: 0-10V,PWM, Resistor
5 years warranty

36W

150W

400W

55W

200W

75W

240W

96W

320W

·
·
·
·
·
·
·

APPLICATIONS

POWER RANGE

-17-

TECHNICAL SPECIFICATION

1.00-2.00A

Model No. Rated Input
Voltage Output Voltage Output Current Max.Power Typ.PF Typ.Eff. (L*W*H)mm

FD-042T-54X 100-347V 27-54V 0.55-1.10A 36W >0.9 86.00% 140*48*32

FD-058T-54X 100-347V 27-54V 0.80-1.60A 55W >0.9 87.00% 164*48*32

FD-075T-54X 100-347V 27-54V 75W >0.9 89.00% 163.5*60*36

FD-100T-54X 100-347V 27-54V 1.30-2.60A 96W >0.9 89.00% 176*60*36

FD-150T-54X 100-347V 27-54V 2.00-4.20A 150W >0.9 93.00% 199*68*36

FD-200T-54X 100-347V 27-54V 2.80-5.60A 200W >0.9 92.00% 216*68*36

FD-240T-54X 100-347V 27-54V 3.35-6.70A 240W >0.9 92.00% 239*75*38

FD-320T-56X 100-347V 27-56V 4.00-9.00A 320W >0.9 92.00% 250*85*41

FD-400T-56X 100-347V 27-56V 4.00-9.00A 400W >0.9 92.00% 250*85*41

NOTE:X=Blank,C,B,D

-18-

OEM/ODM LED Driver Manufacturer

Type Blank
No Dimmable with potentiometer

Type C
No Dimmable without potentiometer

Type B
3 in 1 Dimmable with potentiometer

Type D
3 in 1 Dimmable without potentiometer

DIMENSION
Model No. L1 L2 L3 L4 W1 W2 W3 H

FD-42T 140 / 126 119 48 16.2 / 32
FD-58T 164 / 150 143 48 16.2 / 32
FD-75T 163.5 154.5 149.5 142.5 60 41 24 36

FD-100T 176 167 149.5 155.2 60 41 24 36
FD-150T 199 191 185 178.2 68 32 18 36
FD-200T 216 208 202 195.2 68 32 18 36
FD-240T 239 231 225 218.2 75 32 18 38
FD-320T 250 243 238 224 85 50 35 41
FD-400T 250 243 238 224 85 52 35 41

Units:mm

L1

L2

L3

L4W
1

W
2

W
3

H
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Stree light, High bay light, Flood light, Wall lamp

DESCRIPTION 

FEATURES

Outdoor lighting led driver for US market

FD-V  Series

FD-V series products are built-in type constant current LED driver designed by FAHOLD for the American 
industrial lighting market. The input voltage range is 200-480V, and output voltage range is 27-56V, the 
constant power voltage range: 36-56V. The power range cover 40W, 60W, 100W, 150W, 240W and 320W, 
the output current of non-dimming and 3-in-one dimming version can be adjusted by potentiometer, with 
auxiliary 12V optional.
FD-V series products use aluminum alloy housing, IP65 protection grade, -40 to 60℃ working temperature, 
including cUL/UL, CE, CLASS-P and other global standards certification, it’s a quality led driver solution for US 
industrial zone outdoor lighting.

Input voltage:180-528Vac
Auxiliary output 12Vdc
Surge Protection: DM-6kV , CM-10kV
Output current programmable, self-reacting output voltage
Multi-Protections: Short circuit/Over voltage/Over temperature
3-in-1 Isolated dimming: 0-10V,PWM, Resistor
5 years warranty

40W

240W

65W

320W

96W 150W

·
·
·
·
·
·
·

APPLICATIONS

POWER RANGE
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TECHNICAL SPECIFICATION
Model No. Rated Input

Voltage Output Voltage Output Current Max.Power Typ.PF Typ.Eff. (L*W*H)mm

FD-40V-054X 200-480V 27-54V 0.50-1.20A 40W >0.95 86.00% 140*48*32

FD-65V-054X 200-480V 27-54V 0.85-1.75A 65W >0.95 86.00% 164*48*32

FD-100V-054X 200-480V 27-54V 0.90-2.60A 96W >0.95 87.00% 176*60*36

FD-150V-056X 200-480V 27-56V 1.90-4.70A 150W >0.95 91.00% 216*68*36

FD-240V-056X 200-480V 27-56V 3.80-7.50A 240W >0.95 91.00% 239*75*38

FD-320V-056X 200-480V 27-56V 4.00-9.00A 320W >0.95 93.00% 239*75*38

NOTE:X=C,B

DIMENSION
Model No. L1 L2 L3 L4 W1 W2 W3 H
FD-40V 140 / 126 119 48 16.2 / 32
FD-65V 164 / 150 143 48 16.2 / 32

FD-100V 176 167 149.5 155 60 41 24 36
FD-150V 216 208 202 195 68 32 18 36
FD-240V 239 231 225 218 75 32 18 38
FD-320V 239 231 225 218 75 32 18 38

Units:mm

-20-

OEM/ODM LED Driver Manufacturer

Type C
No Dimmable

Type B
3 in 1 Dimmable and programmable

L1
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Non-isolated DIP-Switchable LED driver

R1 Series

-21-

Shoebox light, Wallpack light, Linear high bay light

DESCRIPTION 

FEATURES

R1 series products are the latest definition of a non-isolated and flicker free LED constant current LED driver, 
the input voltage of this series of products is 110-305V(Standard R1), 110-380Vac(R1-T) and 252-528Vac(R1-V), 
output voltage is: 180-260V, constant power voltage range: 200-260V, power coverage 100W, 150W, 200W, 
240W and 320W, there are 3-in-1 dimming with off-line programmable or No dimmable with 3 steps DIP-
switchable Power and Color temperature version.  With auxiliary source optional ; 
The whole R1 series are slim shape design with 51mm width only. With IP42 protection grade, UL, CE and 
other global standard certification specifications, to provide customers with high-quality led driver solutions 
for outdoor road lighting applications.

Input voltage:
-R1 series：110-305Vac
-R1-T series：110-380Vac
-R1-V series：252-528Vac
Non-isolated and flicker free design, off-line programmable
Compatible with photosensor control
3-in-1 Dimming:0-10V/PWM/RX
Auxiliary 12V/0.2A optional
Dim-to-off driver, without afterglow
3 Steps Dip-switchable optional for Power and CCT
Surge protection: DM-6kV, CM-6kV
5 years warranty

100W

320W

150W 200W 240W

·
 

·
·
·
·
·
·
·
·

APPLICATIONS

POWER RANGE
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Type Blank
120-277Vac

Type T
120-347Vac

Type V
 277-480Vac

TECHNICAL SPECIFICATION

[1]

Model No. Rated Input
Voltage Output Voltage Output Current Max.Power Typ.PF Typ.Eff. (L*W*H)mm

R1-X100Y-260Z
[2]

120-277Vac
120-347Vac
277-480Vac

180-260V 0.58A Max. 100W >0.95 95.00% 169*51*35

R1-X150Y-260Z
120-277Vac
120-347Vac
277-480Vac

180-260V 0.75A Max. 150W >0.95 95.00% 169*51*35

R1-X200Y-260Z
120-277Vac
120-347Vac
277-480Vac

180-260V 1.00A Max. 200W >0.95 95.00% 189*51*35

R1-X240Y-260Z
120-277Vac
120-347Vac
277-480Vac

180-260V 1.20A Max. 240W >0.95 95.00% 189*51*35

R1-X320Y-260Z
120-277Vac
120-347Vac
277-480Vac

180-260V 1.60A Max. 320W >0.95 95.00% 205*51*35

NOTE[1]：X=Blank,T,V

NOTE：Y=N,B,D

DIMENSION
Model No. L1 L2 W1 W2 H

R1-100 169 162.2 51 32 35
R1-150 169 162.2 51 32 35
R1-200 189 182.2 51 32 35
R1-240 189 182.2 51 32 35
R1-320 205 198.2 51 32 35

Units:mm
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OEM/ODM LED Driver Manufacturer
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Type B
3 in 1 Dimmable

Type D
 DALI Dimmable

Type N
Non-Dimmable

NOTE：Z=Blank,C,D,E
Type Blank

with Dip-Switch
Type C

with  CCT+POWER Dip-Switch

Type D
with POWER Dip-Switch

Type E
with  Dip-Switch



R2 

Model No. L1 L2 W1 W2 H
R2-040X 130 123.2 48 32 31.7
R2-060X 130 123.2 48 32 31.7
R2-080X 150.2 143.4 48 32 31.7
R2-100X 150.2 143.4 48 32 31.7
R2-150X 169 162.2 48 32 31.7

Units :mm

-23- -24-

R2-040X-260 120-277Vac 180-260V 0.20A Max. 40W >0.95 94.00% 119*48*32

R2-060X-260 120-277Vac 180-260V 0.30A Max. 60W >0.95 94.00% 119*48*32

R2-080X-260 120-277Vac 180-260V 0.40A Max. 80W >0.95 95.00% 150*48*32

R2-100X-260 120-277Vac 180-260V 0.58A Max. 100W >0.95 95.00% 150*48*32

R2-150X-260 120-277Vac 180-260V 0.75A Max. 150W >0.95 95.00% 169*48*32

R2-200X-260 120-277Vac 180-260V 1.00A Max. 200W >0.95 95.00% 189*48*32

R2-240X-260 120-277Vac 180-260V 1.20A Max. 240W >0.95 95.00% 189*48*32

R2-320X-260 120-277Vac 180-260V 1.60A Max. 320W >0.95 96.00% 207*48*32

R2-T040X-260 120-347Vac 180-260V 0.20A Max. 40W >0.95 94.00% 119*48*32

R2-T060X-260 120-347Vac 180-260V 0.30A Max. 60W >0.95 94.00% 119*48*32

R2-T080X-260 120-347Vac 180-260V 0.40A Max. 80W >0.95 95.00% 150*48*32

R2-T100X-260 120-347Vac 180-260V 0.58A Max. 100W >0.95 95.00% 150*48*32

R2-T150X-260 120-347Vac 180-260V 0.75A Max. 150W >0.95 95.00% 169*48*32

R2-T200X-260 120-347Vac 180-260V 1.00A Max. 200W >0.95 95.00% 189*48*32

R2-T240X-260 120-347Vac 180-260V 1.20A Max. 240W >0.95 95.00% 189*48*32

R2-T320X-260 120-347Vac 180-260V 1.60A Max. 320W >0.95 96.00% 207*48*32

R2-200X 189 182.2 48 32 31.7
R2-240X 189 182.2 48 32 31.7
R2-320X 207 200.2 48 32 31.7
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OEM/ODM LED Driver Manufacturer
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Shoebox lights, Wall lights, Linear high bay

DESCRIPTION 

FEATURES

40W

150W

60W 80W 100W

·
 ·
·
·
·
·
·
·

APPLICATIONS

POWER RANGE

120-277Vac/120-347Vac Input non-isolated drive power

R2 low power series

The R2 series is a non-isolated intelligent programmable driver power supply with a rated operating 
voltage range of 120-277Vac and 120-347Vac, with the 347Vac voltage mainly used in the three-phase 
industrial grid for the Canadian market. This series of products can easily realize the redefinition of 
product specifications through programming, and has the characteristics of small size and high 
efficiency.

200W 240W 320W

Non-isolated constant current design, off-line programming adjustable
Compatible with photosensor control
3-in-1 Dimming:0-10V/PWM/RX
12V/0.2A auxiliary output Optional
Dim-to-off driver, without afterglow
Miniaturized design
High efficiency, up to 96%
Surge protection: DM-6kV, CM-6kV

TECHNICAL SPECIFICATION
Model No. Rated Input

Voltage Output Voltage Output Current Max.Power Typ.PF Typ.Eff. (L*W*H)mm

DIMENSION



Horticulture lighting

DESCRIPTION 

FEATURES

High power horticulture lighting LED driver

H1  Series

Input voltage:90-305Vac
Dim-to-off, without afterglow
Built-in knob dimmer and RJ12 port optional
Surge Protection: DM-6kV , CM-10kV
Multi-Protections: SCP/OVP/OTP
3-in-1 Isolated dimming: 0-10V,PWM, Resistor
5 years warranty

400W 500W 600W

·
·
·
·
·
·
·

APPLICATIONS

POWER RANGE
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TECHNICAL SPECIFICATION
Model No. Rated Input

Voltage Output Voltage Output Current Max.Power Typ.PF Typ.Eff. (L*W*H)mm

H1-500Y-056Z 100-277V 30-56V 7.00-10.50A 500W >0.98 96.00% 306*89*48

H1-500Y-149Z 100-277V 84-149V 3.00-4.20A 500W >0.98 96.00% 306*89*48

H1-500Y-343Z 100-277V 171-343V 1.40-2.10A 500W >0.98 96.00% 306*89*48

DIMENSION
Model No. L W H

H1-400 250 85 41

H1-500 306 89 48

H1-600 272 142.59 49.58

Units:mm

-26-

OEM/ODM LED Driver Manufacturer
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H1-600Y-056Z 100-277V 27-56V 6.70-13.50A 600W >0.98 93.00% 272*142.59*49.58

H1-600Y-149Z 100-277V 84-149V 3.50-5.60A 600W >0.98 96.00% 272*142.59*49.58

H1-600Y-343Z 100-277V 171-343V 1.50-2.80A 600W >0.98 96.00% 272*142.59*49.58

H1-800Y-056Z 100-277V 30-56V 13.00-17.00A 800W >0.98 95.00% 415*89*48.5

H1-800Y-149Z 100-277V 84-149V 5.40-7.00A 800W >0.98 96.00% 415*89*48.5

H1-800Y-343Z 100-277V 171-343V 2.40-3.20A 800W >0.98 96.00% 415*89*48.5

H1-1K0Y-149 100-277V 84-149V 6.70-8.40A 1000W >0.98 96.00% 446*89*48

H1-1K0Y-343 100-277V 171-343V 2.90-3.50A 1000W >0.98 96.00% 446*89*48

H1-1K0Y-056 100-277V 30-56V 10.00-21.00A 1000W >0.98 95.00% 446*89*48

H1 series are Isolated type constant current high power LED driver designed by FAHOLD for 
the global horticulture lighting market. The input voltage range is 90-305V, and multiple 
output voltage ranges. The power range covers 400W, 500W ,600W,800W and 1000W. the 
output current is off-line programmable, with auxiliary 12V optional. H1 series high power 
led driver are aluminum alloy housing, IP65 protection grade, -40 to 60℃ operating 
temperature, including cUL/UL, CE, CLASS P, and other global standards certifications, it's a 
supplement of FD-EL series led driver solution for professional horticulture lighting 
application 

800W

NOTE:Y=Blank,C,B
Type Blank

No Dimmable with potentiometer
Type C

No Dimmable without potentiometer
Type B

3 in 1 Dimmable and Programmable

NOTE:Z=W,12
Type W Type 12

Auxiliary output 12Vdc

L

W

H

H1-400Y-56Z 100-277V 27-56V 4.00-9.00A 400W >0.98 93.50% 250*85*41

1000W

H1-800 415 89 48.5

H1-1K0Y 446 89 48

R 12 and Knob dimmerJ



Horticulture light，Stadium light

DESCRIPTION 

FEATURES

200-480Vac high power isolated single output LED driver

H1V  Series

Input voltage: 200-480Vac
Isolatied
Built-in knob dimmer and RJ11 port optional
Off-line programmable
Adaptive output voltage 
Turn off without afterglow
Surge protection: DM6kV, CM10kV
3-in-1 dimming: 0-10V/PWM/Rx 
Multiple protection: SCP,OVP,OTP
5 years warranty

400W

·
·
·
·
·
·
·

APPLICATIONS

POWER RANGE
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TECHNICAL SPECIFICATION

DIMENSION Units:mm
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OEM/ODM LED Driver Manufacturer
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The H1-V series is an intelligent programmable driver designed for the North American 
horticulture lighting market. Its rated input voltage range is 200-480Vac, and it is suitable for 
the three-phase industrial power grid in the North American market. In order to meet the 
particularity of this field, this series of products has high power,high efficiency and no 
afterglow off and other characteristics with optional configuration of RJ connector ,dimming 
knob and M19 waterproof connector.

600W 800W 1000W

H1-V400Y-056Z 200-480Vac 30-56V 6.7-13.5A 400W >0.96 95.00% 263*90*48

H1-V600Y-056Z 200-480Vac 30-56V 6.7-13.5A 600W >0.96 96.00% 306*90*48

H1-V800Y-056Z 200-480Vac 30-56V 7.5-15.8A 800W >0.96 96.00% 445*90*48

H1-V1K0Y-056Z 200-480Vac 30-56V 10.0-21.0A 1000W >0.96 96.00% 478*90*48

Model No. Rated Input
Voltage Output Voltage Output Current Max.Power Typ.PF Typ.Eff. (L*W*H)mm

W
1

W
2

W
3

W
4

W
5

L4
L3
L2
L1

H

Model No. L1 W1 H
H1-V400 272 90 49
H1-V600 306 90 49
H1-V800 445 90 49
H1-V1K0 478 90 49

L2
264
298
437
470

L3
256
290
429
462

L4
246
280
419
452

W2
76
76
76
76

W3
50
50
50
50

W4
29
29
29
29

W5
20.1
20.1
20.1
20.1

·
·
·



Horticulture light

DESCRIPTION 

FEATURES

200-480Vac high power isolated single output LED driver

H2E  Series

Constant power design, mutual compensation when 
the main and auxiliary line power changes 
1+2 multi-line output optional
Independent dimming for each line
Output power of the main line can be adjusted via DIP Switch
Automatic power reduction when remove part of the light bar 
Off-line programmable

·

·
·
·
·
·

APPLICATIONS

POWER RANGE
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TECHNICAL SPECIFICATION

DIMENSION Units:mm
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OEM/ODM LED Driver Manufacturer
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The H2E series is an intelligent programmable drive driver designed for the North American 
horticulture lighting market. Its rated input voltage range is 200-305Vac and it has multiple 
lines of outputs. This series of products has high power, high efficiency, no afterglow off, multi- 
dimming and other characteristics with optional configuration of RJ connector ,dimming knob 
and M19 waterproof connector.

600W 800W 1000W

Model No. Rated Input
Voltage

Output Voltage
(Multi-line) Output Current Max.Power PF Typ.Eff. (L*W*H)mm

6.7-13.5A
1.0-2.1A
1.0-2.1A

600W
100W
100W

H2E-600Y-056Z-2/-3 200-277Vac >0.96 96.00% 263*89*48

H2E-800Y-056Z-2/-3 200-277Vac >0.96 96.00% 306*89*48

H2E-1K0Y-056Z-2/-3 200-277Vac >0.96 96.00% 445*89*48

P1:30-56Vdc
P2:27-54Vdc (Optional)
P3:27-54Vdc (Optional)

P1:30-56Vdc
P2:27-54Vdc (Optional)
P3:27-54Vdc (Optional)

7.5-15.8A
1.0-2.1A
1.0-2.1A

800W
100W
100W

P1:30-56Vdc
P2:27-54Vdc (Optional)
P3:27-54Vdc (Optional)

10.0-21.0A
1.0-2.1A
1.0-2.1A

1000W
100W
100W

NOTE：
H2E-600Y-056Z-2= double-line output:P1+P2
H2E-600Y-056Z-3= triple-line output:P1+P2+P3

W
1

W
2

W
3

W
4

W
5

L4
L3
L2
L1

H
Model No. L1 W1 H

H2E-600Y-056Z-2 370 89 48
H2E-600Y-056Z-3 378 89 48
H2E-800Y-056Z-2 509 89 48
H2E-800Y-056Z-3 517 89 48
H2E-1K0Y-056Z-2 542 89 48
H2E-1K0Y-056Z-3 550 89 48

L2
362.4
370.4
501.4
509.4
534.4
542.4

L3
353.6
361.6
492.6
500.6
525.6
533.6

L4
334
352
483
491
516
524

W2
65
65
65
65
65
65

W3
50
50
50
50
50
50

W4
29
29
29
29
29
29

W5
20.1
20.1
20.1
20.1
20.1
20.1



Horticulture light

DESCRIPTION 

FEATURES

120-277Vac/200-277Vac High power strip type non-isolated 
power supply

R2 High Power Series

Non-isolated constant current design, off-line programming adjustable
3-in-1 Dimming:0-10V/PWM/RX
Slim structure design, can be hidden in both sides of the lamp body
Dim-to-off driver, without afterglow
High efficiency, up to 96%
Surge protection: DM-6kV, CM-6kV

·
·
·
·
·
·

APPLICATIONS

POWER RANGE
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TECHNICAL SPECIFICATION

DIMENSION Units:mm
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OEM/ODM LED Driver Manufacturer
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R2 high-power series is a non-isolated intelligent programmable drive power supply, mainly 
used in the field of horticultural lighting drive, with a thin strip structure design, which can be 
hidden inside the lamp, saving power packaging and freight costs. This series of products can 
easily realize the secondary definition of product specifications through programming, and 
has the characteristics of slim structure and high efficiency.

800W 1000W 1200W

R2-800X-360 120-277V 210-360V 1.7-3.4A 800W >0.96 96.50% 520*48*32

R2-1K0X-360 120-277V 210-360V 2.1-4.2A 1000W >0.96 97.50% 520*57.5*36

R2E-1K0X-360 200-277V 210-360V 2.1-4.2A 1000W >0.96 97.00% 520*48*32

R2E-1K2X-360 200-277V 210-360V 2.1-4.5A 1000W >0.96 97.00% 520*57.5*36

H

L2

L1

W
1

W
2

W
3

Model No. Rated Input
Voltage Output Voltage Output Current Max.Power PF Typ.Eff. (L*W*H)mm

Model No. L1 W1 H
R2-800X-360 520 48 31.7
R2-1K0X-360 525 57.5 36

R2E-1K0X-360 520 48 31.7
R2E-1K2X-360 525 57.5 36

L2
513.2
516

513.2
516

W2
32
32
32
32

W3
16
16
16
16



Fish gathering light, Stadium light, High-mast light

DESCRIPTION 

FEATURES

120-277Vac wide-body non-isolated LED driver

R5E  Series

Non-isolated,Off-line programmable
Multi-protection:LVP/OVP
3 in-1 Isolated dimming: 0-10V,PWM, Resistor
Auxiliary output 12V/0.2A
Wake up start and turn off without afterglow
Ultra-thin design
High efficiency, up to 96%
Surge Protection:DM-6kV,CM-6kV

·

·
·
·
·
·

APPLICATIONS

POWER RANGE
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TECHNICAL SPECIFICATION

DIMENSION Units:mm

-34-

OEM/ODM LED Driver Manufacturer

The R5-E series is Non-isolated intelligent off-line programmable constant current LED driver 
designed by FAHOLD, mainly used in sports lighting, fish lighting or high-mast light 
applications. The input voltage range is 120-277Vac, with a wide body structure design. This 
series of products can be programmed to easily achieve the second definition of product 
specifications.

700W 1000W

·

·
Model No. L1 W1 H

R5E-700Y-360ZQ 227 112 39
R5E-1K0Y-360ZQ 327 112 39

L2
216.5
316.5

L3
205
305

W2
89.5
89.5

W3
40
40

W4
20
20

Model No. Rated Input
Voltage Output Voltage Output Voltage Max.Power PF Typ.Eff. (L*W*H)mm

R5E-700Y-360ZQ 200-277V 230-360V 1.4-2.8A 800W >0.96 96.50% 197*112*39

R5E-1K0Y-360ZQ 200-277V 230-360V 1.5-3.0A 1000W >0.96 97.50% 234*112*39

W
1

W
2

W
3

W
4

L3

L2

L1

H

Sports/Fish Lighting LED
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Warehouse, Logistic center

DESCRIPTION 

FEATURES

Non-isolated UFO High bay led driver for US 
market

K1  Series

Input voltage:252-528Vac
Non-isolated,Flicker free
Surge Protection: DM-4kV , CM-6kV
Dip-switch for Power&CCT adjustment
Auxiliary output 12Vdc
3-in-1 Isolated dimming: 0-10V,PWM, Resistor
DALI Optional
5 years warranty

100W

320W

150W 200W 240W

·
·
·
·
·
·
·
·

APPLICATIONS

POWER RANGE
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OEM/ODM LED Driver Manufacturer

TECHNICAL SPECIFICATION

DIMENSION
Model No. D V Z H W

FD-100 127 6.5 10 61.6 113
FD-150 127 6.5 10 61.6 113
FD-200 127 6.5 10 61.6 113
FD-240 127 6.5 10 61.6 113
K1-320 150 6.5 10 64.5 132

Units:mm

-36-

W

D

Z

V

H

Industrial Lighting LED
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Type B
3 in 1 Dimming function, without switch

Type C
3 in 1 Dimming function, CCT/Power switch

NOTE:Y=B,C,D,E

Type D
3 in 1 Dimming function, Power switch

Type E
3 in 1 Dimming function, CCT switch

FAHOLD‘s K1 series is a new ultra-high power density, compact designed, non-isolated UFO 
high bay lightled driver for globe market. The standard input voltage range is 252-528V, 
output voltage range is 180-260V, Power range cover of 100W, 150W, 200W, 240W and 320W, 
including non-dimming version and dimming version, with dip-switch to adjust power and 
CCT, DALI optional versions; With die-casting aluminum alloy housing, IP65 protection rate, 
including UL, CE and other global stand ards certification,K1 serie is a quality led driver 
solution for professional industrial lighting.

NOTE:X=T, V
Type T

Input voltage 120-347Vac
Type V

Input voltage 277-480Vac

Model No. Rated Input
Voltage Output Voltage Output Current Max.Power Typ.PF Typ.Eff. Dimension(mm)

FD-100X-130YQ 120-277V 90-130V 0.50-1.00A 100W >0.95 93.00% Φ127*61.6

FD-150X-130YQ 120-277V 90-130V 0.70-1.30A 150W >0.95 93.00% Φ127*61.6

FD-200X-130YQ 120-277V 90-130V 0.70-1.50A 200W >0.95 93.00% Φ127*61.6

FD-240X-130YQ 120-277V 90-130V 1.00-2.30A 240W >0.95 93.00% Φ127*61.6

K1-X320-260Y
120-277V
120-347V
277-480V

180-260V 1.6A Max 320W >0.95 95.00% Φ150*64.5

FD-100X-260Y
120-277V
120-347V
277-480V

180-260V 0.30-0.55A 100W >0.95 94.00% Φ127*61.6

FD-150X-260Y 180-260V 0.38-0.75A 150W >0.95 94.00% Φ127*61.6
120-277V
120-347V
277-480V

120-277V
120-347V
277-480V

120-277V
120-347V
277-480V

FD-200X-260Y 180-260V 0.38-0.85A 200W >0.95 95.00% Φ127*61.6

FD-240X-260Y 180-260V 0.60-1.20A 240W >0.95 95.00% Φ127*61.6

Type Blank
Models without Aux output

NOTE:Q=Blank or 12
Type 12

Models with Aux output



 Display light,LED Strip,Wall Wahser, Underground light

DESCRIPTION 

FEATURES

Constant voltage programmable led driver

L1  Series

Off-line programmable Constant Voltage driver

Input voltage:90-305Vac
Solid Aluminium alloy housing for good thermal control and for Harsh environment
Surge Protection: DM-6kV, CM-10kV
Output voltage programmable
Multi-Protections: SCP/OVP/OTP/OLP
3-in-1 Isolated dimming: 0-10V,PWM, Resistor
5 years warranty

75W

200W

100W

240W150W 320W

·

·
·
·
·
·
·
·

APPLICATIONS

POWER RANGE
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TECHNICAL SPECIFICATION

NOTE:X=N,B

-38-

OEM/ODM LED Driver Manufacturer

Type N
No Dimmable

Type B
3 in 1 Dimmable and Programmable

Model No. Rated Input
Voltage Output Voltage Output Current Max.Power Typ.PF Typ.Eff. (L*W*H)mm

L1-060X-012 100-277V 12V 5A 60W >0.95 85.00% 108.5*62*32

L1-075X-012 100-277V 12V 6.25A 75W >0.95 87.00% 133*62*32

L1-100X-012 100-277V 12V 8A 96W >0.95 88.00% 133*62*32

L1-060X-024 100-277V 24V 2.5A 60W >0.95 85.00% 108.5*62*32

L1-075X-024 100-277V 24V 3.12A 75W >0.95 87.00% 133*62*32

L1-100X-024 100-277V 24V 4A 96W >0.95 88.00% 133*62*32

Landscape Lighting LED
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L1-060X-036 100-277V 36V 1.67A 60W >0.95 85.00% 108.5*62*32

L1-075X-036 100-277V 36V 2.08A 75W >0.95 88.00% 133*62*32

L1-100X-036 100-277V 36V 2.66A 96W >0.95 89.00% 133*62*32

L1-060X-048 100-277V 48V 1.25A 60W >0.95 86.00% 108.5*62*32

L1-075X-048 100-277V 48V 1.56A 75W >0.95 88.00% 133*62*32

L1-100X-048 100-277V 48V 2.08A 100W >0.95 89.00% 133*62*32

L1-200X-012 100-277V 12V 12.5A 150W >0.95 92.00% 191*62*36

L1-240X-012 100-277V 12V 16A 192W >0.95 92.00% 216*62*36

L1-150X-012 100-277V 12V 10A 120W >0.95 91.00% 180*62*36
L1-150X-024 100-277V 24V 6.25A 150W >0.95 92.00% 180*62*36

L1-200X-024 100-277V 24V 8.33A 200W >0.95 93.00% 191*62*36

L1-240X-024 100-277V 24V 10A 240W >0.95 92.00% 216*62*36

L1-150X-036 100-277V 36V 4.16A 150W >0.95 92.00% 180*62*36

L1-200X-036 100-277V 36V 5.56A 200W >0.95 93.00% 191*62*36

L1-240X-036 100-277V 36V 6.8A 240W >0.95 93.00% 216*62*36

L1-150X-048 100-277V 48V 3.13A 150W >0.95 93.00% 180*62*36

L1-200X-048 100-277V 48V 4.17A 200W >0.95 93.00% 191*62*36

L1-240X-048 100-277V 48V 5A 240W >0.95 93.00% 216*62*36

L1 series of products is FAHOLD’s latest all-in-one designed outdoor constant voltage LED 
driver.As the F1's twin series, the L1 retains most of its excellent performance and 
characteristics, with IP67/IP68 protection grade optional, up to 10KV lightning protection 
grade and -40 to 60℃ working environment temperature. The input voltage of the product is 
the universal 90-305Vac, covering multiple main power ranges from 60W to 320W, suitable 
for all kind of outdoor landscape lighting application.

PRODUCT & PACKAGE INFO Units:mm

NOTE: N.W including inner box

Model No. PRODUCT SIZE PCS/CTN N.W（KG） G.W（KG） CTN SIZE
L1-060 108.5*62*32 20 0.41 420*270*19510.50
L1-075 20 0.51 420*270*19511.50
L1-100 20 0.51 420*270*19511.50
L1-150 20 0.69 420*270*19514.50
L1-200 20 0.79 420*270*19511.50
L1-240 16 0.86 425*310*22514.40
L1-320 16 0.92 425*310*22515.30

133*62*32
133*62*32
180*62*36
191*62*36
216*62*36

225*67.5*40

UL Junction Box available·

60W

L1-100X-054 100-277V 54V 1.85A 100W >0.95 89.00% 133*62*32

L1-320X-012 100-277V 12V 18A 216W >0.95 93.00% 225*67.5*40

L1-320X-036 100-277V 36V 8.33A 300W >0.95 94.00% 225*67.5*40
L1-320X-024 100-277V 24V 12.5A 300W >0.95 93.00% 225*67.5*40

L1-320X-048 100-277V 48V 6.25A 300W >0.95 94.00% 225*67.5*40
L1-320X-054 100-277V 54V 5.9A 300W >0.95 94.00% 225*67.5*40

L1-240X-054 100-277V 54V 4.4A 240W >0.95 93.00% 216*62*36

L1-200X-054 100-277V 54V 3.7A 200W >0.95 93.00% 191*62*36

L1-150X-054 100-277V 54V 2.78A 150W >0.95 93.00% 180*62*36

L1-075X-054 100-277V 54V 1.38A 75W >0.95 88.00% 133*62*32

L1-060X-054 100-277V 54V 1.11A 60W >0.95 86.00% 108.5*62*32



Signage light,LED Strip,Led Modularlight,Advertising light

DESCRIPTION 

FEATURES

12-24Vdc dip-switchable CV led driver

L1-s  Series

12-24Vdc dip-switchable

Input voltage:100-277Vac
Surge protection DM 6kV, CM 10kV
Multi-Protections: OLP/OVP /OTP/SCP
Non dimmable
5 years warranty

75W

200W

100W

240W150W 320W

·

·
·
·
·
·

APPLICATIONS

POWER RANGE
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TECHNICAL SPECIFICATION
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OEM/ODM LED Driver Manufacturer

Model No. Rated Input
Voltage Output Voltage Output Current Max.Power Typ.PF Typ.Eff. (L*W*H)mm

L1-060N-024S 100-277V 12-24V 60W@24V
60W@12V >0.95 87.00% 120*62*32

Landscape Lighting LED
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The L1-S series is FAHOLD's latest al-in-one design constant voltage LED driver. Base on L1 
series, L1-Sadds the function of dip-switchable output voltage (12Vdc to 24Vdc), which can 
effectively reduce thestock SKU. The protection levelis lP65, the lightning protection levelis 
up to 10kV, and the working ambient temperature is -40  60 , The product input voltage is 90-
305Vac, covering multiple main powerranges of 60W-320W, suitable for various outdoor 
landscape lighting applications.

PRODUCT & PACKAGE INFO Units:mm

NOTE: N.W including inner box

Model No. PRODUCT SIZE PCS/CTN N.W（KG） G.W（KG） CTN SIZE
L1-060 120*62*32 20 0.45 420*270*19510.50
L1-075 20 0.57 420*270*19511.94
L1-100 20 0.58 420*270*19512.05
L1-150 20 0.67 420*270*19513.95
L1-200 20 0.79 420*270*19516.25
L1-240 16 0.90 425*310*22515.05
L1-320 16 1.25 425*310*22520.65

133*62*32
133*62*32
180*62*36
191*62*36
213*62*36

225*67.5*40

High PF constant Voltage led driver·

60W

L1-075N-024S 100-277V 12-24V 75W@24V
75W@12V >0.95 88.00% 133*62*32

L1-100N-024S 100-277V 12-24V 96W@24V
96W@12V >0.95 89.00% 133*62*32

L1-150N-024S 100-277V 12-24V 150W@24V
120W@12V >0.95 90.00% 180*62*32

L1-200N-024S 100-277V 12-24V 200W@24V
150W@12V >0.95 93.00% 191*62*32

L1-240N-024S 100-277V 12-24V 240W@24V
192W@12V >0.95 93.00% 213*62*32

L1-320N-024S 100-277V 12-24V 300W@24V
216W@12V >0.95 94.00% 225*62*32

2.5A@24V
5A@12V

3.12A@24V
5A@12V
4A@24V
8A@12V

6.25A@24V
10A@12V

8.33A@24V
12.5A@12V
10A@24V
16A@12V

12.5A@24V
18A@12V
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